
Heated Glass Shelf Modular 

The new versatile Heated Glass Shelf Modular by Hatco is perfect for any setting. 
Durable ceramic black glass creates uniform heat across the entire top surface. 
The new design uses a modular system so multiple units can be placed side-by-side. 
Perfect for cafeterias, buffets, convenience stores, supermarkets, delis, restaurants, 
cafés, clubs, bars, catering, concessions and more.

The Heated Glass Shelf Modular features:
• Durable ceramic glass surface accommodates one 12" x 20" food pan				  

(1/1 GN pan - 530 x 325 mm)

• Electronic Thermostat Control with five heat settings from 130° to 200°F (55° to 95°C)

• �Portable modular system design allows great flexibility

• �Durable stainless steel housing

• �Simple design for easy cleaning and maintenance

• �A 6' (1829 mm) cord and plug at the back of the unit 
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Heated Glass Shelf Modular
Model: HGSM-1P
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PRODUCT SPECS
Heated Glass Shelf Modular
The Heated Glass Shelf Modular... as manufactured by the Hatco Corporation, 
Milwaukee, WI 53234 U.S.A.
The Heated Glass Shelf Modular. shall be rated at 300 watts, 120 volts, and be ... 
inches (millimeters) in overall width. It shall consist of food safe material, stainless steel 

housing, be thermostatically controlled, have five heat settings, and 6’ (1829 mm) 
cord and plug.

Comes with 24/7 parts and service assistance (U.S. and Canada only).
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HGSM-1P

SPECIFICATIONS   
Heated Glass Shelf Modular

Model Dimensions 
(Width x Depth x Height) Volts Phase Watts Amps Plug Ship Weight*

HGSM-1P
15.75" x 23.6" x 2.3" 
(400 x 600 x 58 mm) 120 Single 300 2.5 NEMA 5-15P 16 lbs. (7 kg)

* Shipping weight includes packaging.

CORD LOCATION
Left, back of unit (opposite side of the Electronic Temperature Control)

PLUG CONFIGURATIONS
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